2 VODALAND 2

Drain: Baza camin PVC PIPE BASE complet
echipata D.400 3in/1out D.160 H.1.2 m
(baza+teava D400 1M) (CI4001116021)

CI14001116021

160 160.00 400 mm
DIAMETER IN/OUT DIAMETER
A A
USAGE: QUALITY CONDITIONS:
Manholes are used for underground ¢ Declaration of performance

installation in sewage networks, for the
purpose of cleaning and inspection. They are
usually located at points that are prone to
possible blockages of the network due to the
accumulation of substances in wastewater.

A - N
ADVANTAGES: LIFESPAN:
¢ Easy to handle and install ¢ 20 years - subject to compliance with
e Various widths and heights assembly, storage and operation
e Use in residential areas or private homes instructions.

¢ Long service life
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INSTALLATION

Manholes are located at changes in
diameter in the network, at the
intersection of two or more pipes and

along the route of the sewer network.

LAND
DRAIN

VODA
2

For efficient installation, we recommend using .
G12M29C sealant. It is used for sealing gutters, pipes “;
and drainage systems. !

e Curing time: 24h/2-3 mm
o Application temperature: +5° C to +40°C
e Maximum storage temperature: 32°C

BASE sealant, construction products, 310 ml tube
(G12M29-C).
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Accessories CI4001116021
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Capac FONTA PIPE BASE cu Capac PP PIPE BASE pt camin
tub telescop pt tub gofrat D315. = D.400 A15 (se monteaza direct
H.0,5 m A15 (TT666450) pe teava lisa DN400) (C34400)

<

Garnitura CAUCIUC PIPE BASE Gratar FONTA PIPE BASE cu
manseta telescopica D.400/300 | tub telescop pt tub gofrat D.315
(GM34611) H.0.5 m B125 (GT666410)

3~ mOgnDpuast

.

Gratar FONTA PIPE BASE cu Lubrifiant PIPE BASE pt mufe
tub telescop pt tub gofrat D.315 250gr (LM13110)
H.0.5 m D400 (GT666430)
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Lubrifiant PIPE BASE pt mufe Teava PVC D.400 pt prelungire
500gr (LM13120) camin L=1 m (TPC34010)

Teava PVC D.400 pt prelungire | Teava PVC D.400 pt prelungire
camin L=2 m (TPC34020) camin L=3 m (TPC34030)

Teava PVC D.400 pt prelungire
camin L=6 m (TPC34060)
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DRAIN

CHARACTERISTICS

Product name
Product code

EAN code

Product cathegory
Brand

Weight

Stock availability
Length, mm
Width, mm
Height (H), mm
Pipe connection (DN)
Product Material
Warranty, months
Lifespan, years

Producer
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CI14001116021
6426282033958
Camine vizitare
Drain

16.00 kg

On order

520

600

1200

160
Polypropylene
24

50

MAGNAPLAST SP.Z.0.0
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