2 VODALAND 2 L%

DRAIN

Drain: Placa capat PB MONO pt rigola
LN200 Hext.310 END (675167D/310-2)

675167D/310-2

‘ 260 mm H 310 mm H 42 mm

LENGTH HEIGHT WIDTH

USAGE: QUALITY CONDITIONS:
End plates are used to secure gutters, close ¢ Declaration of Conformity
them at the ends and connect directly to the

pipe.

ADVANTAGES: LIFESPAN:

¢ Easy to handle and install ¢ 10 years - subject to compliance with
e UV resistant assembly, storage and operation

e Various installation widths and heights instructions.

e Used with D400 class gratings
e Long service life

Pag. 1/3 www.vodaland.ro



2> VODALAND

INSTALLATION

Accessories are purchased separately. We
recommend that assembly be done by
specialized personnel according to
installation recommendations.

Pag. 2/3

&S VODA
«*~ LAND

DRAIN

For efficient installation, we recommend using
G12M29-C sealant. It is used for sealing gutters, pipes l‘“
and drainage systems; .

¢ Curing time: 24h/2-3 mm
e Temperature resistance: -40° C to +70°C
e Processing temperature: +5° C to +40°C

BASE sealing paste (sealant) PP-FB-PB gutters, tube,
310 ml (G12M29-C)
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DRAIN

CHARACTERISTICS

Product name

Product code 675167D/310-2

EAN code 6427669030713

Product cathegory Accesorii MONOBLOC
Brand Drain

Weight 3.05 kg

Producer VODALAND INDUSTRY LLC
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